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300 LB
MAXIMUM PLATFORM LOAD

20 GAL
WATER-HEATER APPLICATION

2

Technical specifications

Water-heater application Up to 20 gallons

Maximum platform load 300 lb

Overall platform / pan

envelope

25 in wide × 24.45 in deep × 24 in high

Gusseted bracket depth 24.38 in

Nominal pan size 24 × 24 × 2.5 in; illustrated inside wall 2.42 in

Material / finish Galvanized steel / mill finish

Material thickness Brackets 11 gauge; drain pan 20 gauge

Configurations Wall standing and wall hanging

Included accessory kits

Application note

Wall-mount fasteners are installer supplied. Recommended platform anchorage is six 3/8 in or

1/2 in wood lag screws; the source mounting detail shows six 1/2 × 3 in hex lag screws. Anchor

to the faces of vertical structural studs, not horizontal cross-blocking.

HANGER STRAPS INCLUDED

A galvanized wall-mount platform and drainage-pan assembly for water heaters up to 20 gallons.

Includes one two-pack hanger strap kit. The expansion tank bracket kit is not included.

HS2-10-GA only

Water Heater 24" Wall-Mount Platform - Galvanized

Product image; coloring & scale may vary.
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PARTS & HARDWARE
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Package contents and hardware

COMPONENT QUANTITY

Angle wall brackets, left / right 2

Gusset plates 2

Horizontal cross bars 2

Square drain pan, 24 × 24 × 2.5 in 1

Drain fitting with locknut and O-ring 1

Physical installation template 1

Platform assembly hardware set 1

1 kit / 2 straps

Included assembly hardware

LOCATION HARDWARE QTY

Gussets 5/16 in-18 × 3/4 in hex bolts 4

Gussets 5/16 in-18 hex nuts 4

Gussets 5/16 in flat washers 4

Cross bars 1/4 in-20 × 1/2 in flat-head screws 4

Cross bars 1/4 in-20 hex nuts 4

Cross bars 1/4 in flat washers 4

Straps 1/4 in-20 × 1/2 in pan-head screws 4

Straps 1/4 in-20 hex nuts 4

NOT INCLUDED — WALL ANCHORAGE

Six platform wall lag screws are NOT included. Recommended sizes: 3/8 in or 1/2 in; the mounting

reference shows 1/2 × 3 in hex lag screws.

Hanger strap kit HS2-10-GA
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PROJECT SUBMITTAL
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Dimensional illustration is not to scale. The drawing’s 24.38 in callout is bracket depth; overall platform/pan

depth is 24.45 in.

Project information

Project Engineer

Architect Installer

Submitted by Submittal date

Approved / reviewed by Review date

Review status Quantity / reference

Project remarks / exceptions

Complete the shaded fields and save a copy. Product specifications are fixed reference content; project review does not
certify installation conditions.

Water Heater 24" Wall-Mount Platform - Galvanized

WHP-24-GA-C1 | Galvanized platform, 25 × 24.45 × 24 in overall platform/pan envelope; 24.38 in bracket

depth; 300 lb maximum platform load; heaters up to 20 gallons. Includes one HS2-10-GA kit; no expansion

bracket.
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